Amendment to the Claims 

22. (New) A self-standing walking stick comprising: 

a horizontal loading table having a rectangular shape; 

a plurality of casters provided on a lower side of the horizontal loading table and at 
the four comers of the horizontal loading table, respectively, each of the casters including a wheel 
mounted on a rotational shaft and having an outer diameter in a range of 30 to 60 mm, wherein the 
wheel can be freely moved on a horizontal plane by rotating the rotational shaft in a horizontal plane; 

a first vertical rod having a lower end fixed at a first end section of a first longitudinal 
side of the horizontal loading table; 

a second vertical rod having a lower end fixed at a second end section of the first 
longitudinal side of the horizontal loading table, 

wherein each of the first and second vertical rods comprises an extensible rod and a 
guide pipe connected to the extensible rod such that the extensible rod is vertically movable relative 
to the guide pipe; 

a grip extending in a horizontal direction, wherein opposite ends of the grip are 
connected to upper ends of the extensible rods of the first and second vertical rods, and wherein each 
of the first and second vertical rods is curved so that the grip is in a posture extending along a 
longitudinal direction of the horizontal loading table and is located over a center section of the 
horizontal loading table in an extended position of the first and second vertical rods; and 

a bag detachably attached on the horizontal loading table. 
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23. (New) The self-standing walking stick as recited in claim 22, wherein the horizontal loading 
table is integrally formed of plastic. 

24. (New) The self-standing walking stick as recited in claim 23, wherein the horizontal loading 
table is integrally formed with ribs extending lengthwise and crosswise on the lower side of the 
horizontal loading table. 

25. (New) The self-standing walking stick as recited in claim 23, further comprising: 

a first vertical wall integrally formed with the horizontal loading table such that the 
first vertical wall extends along a first short side of the horizontal loading table; and 

a second vertical wall integrally formed with the horizontal loading table such that the 
second vertical wall extends along a second short side of the horizontal loading table, wherein the 
first and second vertical walls are connected to connection pipes for connecting the first and second 
vertical rods to the horizontal loading table. 

26. (New) The self-standing walking stick as recited in claim 22, wherein a center position of the 
grip is placed at a position of 20 to 80 % when an interval between mounting positions of the casters 
fixed at both sides of the horizontal loading table is defined as 100 %. 

27. (New) The self-standing walking stick as recited in claim 22, wherein an entire length of each of 
the first and second vertical rods is a height firom each of the lower ends of the casters to the grip in 
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the condition that the grip is pulled up to a maximum height, and said height is in a range of 60 to 
100 cm. 

28. (New) The self-standing walking stick as recited in claim 22, wherein the first and second 
vertical rods are stopped by stoppers at a position where the grip is pulled up to a maximum height. 

29. (New) A self-standing walking stick comprising: 

a horizontal loading table having a rectangular shape; 

a plurality of casters provided on a lower side of the horizontal loading table and at 
the four comers of the horizontal loading table, respectively, each of the casters including a wheel 
mounted on a rotational shaft and having an outer diameter in a range of 30 to 60 mm, wherein the 
wheel can be freely moved on a horizontal plane by rotating the rotational shaft in a horizontal plane; 

a first vertical rod having a lower end fixed at a first end section of a first longitudinal 
side of the horizontal loading table; 

a second vertical rod having a lower end fixed at a second end section of the first 
longitudinal side of the horizontal loading table, 

wherein each of the first and second vertical rods comprises an extensible rod and a 
guide pipe connected to the extensible rod such that the extensible rod is vertically movable relative 
to the guide pipe; 

a grip extending in a horizontal direction, wherein opposite ends of the grip are 
connected to upper ends of the extensible rods of the first and second vertical rods, and wherein each 



6 



I » 

of the first and second vertical rods tilts firom the first longitudinal side of the horizontal loading 
table in a direction so that the grip, which is connected to upper ends of the first and second vertical 
rods is located over a center section of the horizontal loading table in an extended position of the first 
and second vertical rods; and 

a bag detachably attached on the horizontal loading table. 

30. (New) The self-standing walking stick as recited in claim 29, wherein the horizontal loading 
table is integrally formed of plastic. 

31. (New) The self-standing walking stick as recited in claim 30, wherein the horizontal loading 
table is integrally formed with ribs extending lengthwise and crosswise on the lower side of the 
horizontal loading table. 

32. (New) The self-standing walking stick as recited in claim 30, fiirther comprising: 

a first vertical wall integrally formed with the horizontal loading table such that the 
first vertical wall extends along a first short side of the horizontal loading table; and 

a second vertical wall integrally formed vsdth the horizontal loading table such that the 
second vertical wall extends along a second short side of the horizontal loading table, wherein the 
first and second vertical walls are connected to connection pipes for connecting the first and second 
vertical rods to the horizontal loading table. 
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33. (New) The self-standing walking stick as recited in claim 29, wherein a center position of the 
grip is placed at a position of 20 to 80 % when an interval between mounting positions of the casters 
fixed at both sides of the horizontal loading table is defined as 100 %. 

34. (New) The self-standing walking stick as recited in claim 29, wherein an entire length of each of 
the first and second vertical rods is a height fi-om each of the lower ends of the casters to the grip in 
the condition that the grip is pulled up to a maximum height, and said height is in a range of 60 to 
100 cm. 

35. (New) The self-standing walking stick as recited in claim 29, wherein the first and second 
vertical rods are stopped by stoppers at a position where the grip is pulled up to a maximum height. 

36. (New) A self-standing walking stick comprising: 

a horizontal loading table having a rectangular section and two protruding sections 
that protrude from opposite ends of a first longitudinal side of the rectangular section; 

a first caster provided on a lower side of one of the protruding sections; 

a second caster provided on a lower side of the other protruding sections; 

third and fourth casters provided on a lower side of the rectangular section at the 
comers of the horizontal loading table located at opposite ends of a second longitudinal side of the 
rectangular section, respectively, 

each of the first, second, third and fourth casters including a wheel mounted on a 
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rotational shaft, wherein the wheel can be freely moved on a horizontal plane by rotating the 
rotational shaft in a horizontal plane; 

a first vertical rod having a lower end fixed at a first end section of the first 
longitudinal side of the horizontal loading table; 

a second vertical rod having a lower end fixed at a second end section of the first 
longitudinal side of the horizontal loading table, 

wherein each of the first and second vertical rods can be extended and retracted in a 
vertical direction; 

a grip extending in a horizontal direction, wherein opposite ends of the grip are 
connected to upper ends of the first and second vertical rods; and 

a bag detachably attached on the horizontal loading table. 

37. (New) The self-standing walking stick as recited in claim 36, wherein the horizontal loading 
table is integrally formed of plastic. 

38. (New) The self-standing walking stick as recited in claim 37, wherein the horizontal loading 
table is integrally formed with ribs extending lengthwise and crosswise on the lower side of the 
horizontal loading table, and each of the wheels has an outer diameter in a range of 30 to 60 mm. 

39. (New) The self-standing walking stick as recited in claim 37, further comprising: 

a first vertical wall integrally formed with the horizontal loading table such that the 
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first vertical wall extends along a first short side of the rectangular section of the horizontal loading 
table; and 

a second vertical wall integrally formed with the horizontal loading table such that the 
second vertical wall extends along a second short side of the rectangular section of the horizontal 
loading table, 

wherein the first and second vertical walls are connected to connection pipes for 
connecting the first and second vertical rods to the horizontal loading table. 

40. (New) The self-standing walking stick as recited in claim 36, wherein the grip is placed at a 
position of 20 to 80 % when an interval between mounting positions of the first and second casters, 
which are provided on the protruding sections, is defined as 100 %. 

41 . (New) The self-standing walking stick as recited in claim 36, wherein an entire length of each of 
the first and second vertical rods is a height from each of the lower ends of the casters to the grip in 
the condition that the grip is pulled up to a maximum height, and said height is in a range of 60 to 
100 cm. 

42. (New) The self-standing walking stick as recited in claim 36, wherein the first and second 
vertical rods are stopped by stoppers at a position where the grip is pulled up to a maximum height. 
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